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Mine Safety and Health Admin., Labor § 49.8 

(9) Necessary spare parts and tools 
for repairing the breathing apparatus 
and communication system. 

(b) Mine rescue apparatus and equip-
ment shall be maintained in a manner 
that will ensure readiness for imme-
diate use. 

(1) A person trained in the use and 
care of breathing apparatus shall in-
spect and test the apparatus at inter-
vals not exceeding 30 days and shall 
certify by signature and date that the 
inspections and tests were done. 

(2) When the inspection indicates 
that a corrective action is necessary, 
the corrective action shall be made and 
the person shall record the corrective 
action taken. 

(3) The certification and the record of 
corrective action shall be maintained 
at the mine rescue station for a period 
of one year and made available on re-
quest to an authorized representative 
of the Secretary. 

[73 FR 53123, Sept. 15, 2008] 

§ 49.7 Physical requirements for mine 
rescue team. 

(a) Each member of a mine rescue 
team shall be examined annually by a 
physician who shall certify that each 
person is physically fit to perform 
mine rescue and recovery work for pro-
longed periods under strenuous condi-
tions. The first such physical examina-
tion shall be completed within 60 days 
prior to scheduled initial training. A 
team member requiring corrective eye-
glasses will not be disqualified pro-
vided the eyeglasses can be worn se-
curely within an approved facepiece. 

(b) In determining whether a miner is 
physically capable of performing mine 
rescue duties, the physician shall take 
the following conditions into consider-
ation: 

(1) Seizure disorder; 
(2) Perforated eardrum; 
(3) Hearing loss without a hearing aid 

greater than 40 decibels at 400, 1,000 and 
2,000 Hz; 

(4) Repeated blood pressure (con-
trolled or uncontrolled by medication) 
reading which exceeds 160 systolic, or 
100 diastolic, or which is less than 105 
systolic, or 60 diastolic; 

(5) Distant visual acuity (without 
glasses) less than 20/50 Snellen scale in 
one eye, and 20/70 in the other; 

(6) Heart disease; 
(7) Hernia; 
(8) Absence of a limb or hand; or 
(9) Any other condition which the ex-

amining physician determines is rel-
evant to the question of whether the 
miner is fit for rescue team service; 

(c) The operator shall have MSHA 
Form 5000–3 certifying medical fitness 
completed and signed by the examining 
physician for each member of a mine 
rescue team. These forms shall be kept 
on file at the mine rescue station for a 
period of one year. 

§ 49.8 Training for mine rescue teams. 

(a) Prior to serving on a mine rescue 
team each member shall complete, at a 
minimum, an initial 20-hour course of 
instruction as prescribed by MSHA’s 
Office of Educational Policy and Devel-
opment, in the use, care, and mainte-
nance of the type of breathing appa-
ratus which will be used by the mine 
rescue team. The initial training re-
quirement is waived for those miners 
on a mine rescue team on the effective 
date of this rule. 

(b) Upon completion of the initial 
training, all team members shall re-
ceive at least 40 hours of refresher 
training annually. This training shall 
be given at least 4 hours each month, 
or for a period of 8 hours every two 
months. This training shall include: 

(1) Sessions underground at least 
once each 6 months; 

(2) The wearing and use of the 
breathing apparatus by team members 
for a period of at least two hours while 
under oxygen every two months; 

(3) Where applicable, the use, care, 
capabilities, and limitations of auxil-
iary mine rescue equipment, or a dif-
ferent breathing apparatus; 

(4) Advanced mine rescue training 
and procedures; as prescribed by 
MSHA’s Office of Educational Policy 
and Development; and 

(5) Mine map training and ventilation 
procedures. 

(c) A mine rescue team member will 
be ineligible to serve on a team if more 
than 8 hours of training is missed dur-
ing one year, unless additional training 
is received to make up for the time 
missed. 
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